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SPECIFIER STATEMENT 
Specified unit will be Bi-line model P7-30 
pulper waste handling system. Features total 
stainless steel, close coupled waste handling 
system with a 30” diameter slurry chamber, 7.5 
Hp slurry drive motor, 3 Hp extractor motor, 2 
Hp recirculating pump. Four stationary blocks 
with four cutting surfaces each, two tool steel 
rotating shearing blades, large water extractor 
chamber with removable gasket less door and 
external drain handle.
1 year parts and labor warranty.

P7-30
7.5 Hp - 30” Pulper
Waste Handling System

STANDARD FEATURES	

•	 30” diameter slurry chamber
•	 7.5 Hp slurry drive motor
•	 3 Hp extractor drive motor
•	 2 Hp recirculating pump
•	 Flatware saver
•	 Flushing valve to pulper-motor seal
•	 Remote mounted control box and circuit breaker
•	 Removable extractor door
•	 Start/Stop station mounted on extractor
•	 Adjustable stainless steel flanged feet with 

vibration dampening pads
•	 Total stainless steel construction
•	 Water level control
•	 Extractor flushing system
•	 Deodorizer system
•	 9” or 12” trough flange connection
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SAMPLE TROUGH CONFIGURATIONS AND FEED METHODS
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OPTIONS & ACCESSORIES
	� Multiple trough configurations
	� Trough magnets
	� Automatic shutdown timer
	� Additional remote mounted Start/Stop station 
(unmounted)

	� Freestanding configuration

P7-30
7.5 Hp - 30” Pulper
Waste Handling System

SPECIFICATIONS
Capacities Input
	 Waste (approx. lbs. per hr.)	 1000 

Initial Fill Volume	 24 U.S. Gal. 

Motor Horsepower
	 Pulper	 7.5
	 Water Extractor	 3
      Recirculation Pump	 2

Slurry Chamber
	 Tank (in. dia.)	 30
	 Cutting Disk (in. dia.)	 12

Connections
	 Fresh water (in.)	 1/2
  	 Drain (in.)	 1-1/2
      Recirculation Pump Hose (in.)	  1-5/8

Shipping weight crated: 800 lbs.

Contact factory for custom design layout
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Due to an ongoing value analysis program at Bi-Line, specifications contained in this catalog are subject to change without notice.
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